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Product Information

1. Model name: EB-BRS800ABU

2. Product classification: Li rechargeable battery pack (1S-1P)

3. Nominal voltage: 3.85V

4. Rated capacity: 472 mAh

5. Wh Capacity: 1.81 Wh

6. Weight of product: 7.8 g

7. TestDate: 2018.04.09 ~ 2018.05.06

8. Test Location: SAMSUNG SDI Safety Center, 467, Beonyeong-ro, Seobuk-gu,
Cheonan-si, Chungcheongnam-do, Korea
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Test summary

Testitem Relating Std. oo ey | e

T1 Altitude simulation u"P:;"I:‘?[Szgifﬂingﬂ?;ffa‘ 2018104109 2018104109 Pass
T2 Thermal test u"P:;"I:f",s‘:;zzf;":;'f;a‘ 201810410 2018104116 Pass
T3 Vibration ”"P;';";f'ggifﬂz";;;f;a‘ 2018/04/19 2018/04119 Pass
T4 Shock u"P;';"I:‘?'S?JLL‘;?;";;;EF‘ 2018/04/20 2018/04/20 Pass
T5 External short circuit u"P:;";?;ﬁ;;iifﬂi":;;fga‘ 2018104128 2018/04/28 Pass
T6 Impact ! Crush u"P:;"I:f"sfbgifﬂi";ﬂgf:a‘ 2018104128 2018104128 Pass
T7 Overcharge u"Pgﬁ";‘?;g‘if;":;ff;a‘ 2018104128 2018/05/06 Pass
T8 Forced discharge u"P:;"I:‘?[Szgftfﬂi";;jﬁf;a‘ 2018104129 2018105106 Pass

Total Judgment{Pass/Fail) Pass

H Tests T-1 through T-5 shall be conducted in sequence with the same cell/pack/single cell battery.

M For test 6, test should be conducted for Li-ion cells or component cell contained in a battery.

Bl 17 shall be performed only for Li-ion rechargeable battery or rechargeable single cell battery not cell.
B 18 should be conducted for Li-ion cells or component cell contained in a battery.
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T-1~T-5) Transportation Test (Test Result: Pass)

. Fresh pack 100% SOC
Initial i)

No. | Weight{g) | OCV{(V) Weight(g) | OCV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Result
1 7.750 4345 7.750 43484 0.00 100.0 O Pass
2 7.805 4348 7.804 4348 0.01 1000 O Pass
3 T.833 4.347 7.833 4347 0.00 100.0 O Pass
4 T.737 4.347 T.737 4347 0.00 100.0 O Pass
5 7.800 4,360 7.800 4.360 0.00 100.0 ] Pass
6 7.802 4,342 7.8 4348 0.01 100.0 ) Pass
T 7.794 4340 7.794 4349 0.00 100.0 0 Pass
8 7.789 4350 7.78% 4.350 0.00 100.0 0 Pass
9 7.797 4,345 7.796 4,345 0.01 100.0 O Pass
10 7.7713 4.350 7.773 4.350 0.00 100.0 O Pass

T2 3

No. | Weight(g) | OCV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Resuit | Weight(g) | OCV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Resuit
1 7.751 4275 0.00 e84 8] Pass 7.750 4274 0.01 100.0 O Pass
2 7.802 4277 0.03 884 1] Pass 7.802 4275 0.00 100.0 O Pass
3 7829 4275 0.05 88.3 0 Pass 7829 4275 0.00 100.0 O Pass
4 T.73T 4278 0.00 S84 0O Pass 7.735 4276 0.03 1000 O Pass
5 7797 4282 0.04 882 ] Pass 7.797 4.281 0.00 100.0 O Pass
6 T.798 4277 0.03 984 0 Pass 7.798 4275 0.01 100.0 0 Pass
T 7750 4275 0.05 98.3 0 Pass 7.790 4275 0.00 100.0 0 Pass
8 T.787 4278 0.03 098.3 0 Pass 7.785 4278 0.03 100.0 0 Pass
9 7.790 4.272 0.08 98.3 0 Pass 7.790 4.2Mm 0.00 100.0 0 Pass
10 7772 4273 o.M 98.2 0 Pass LA 4,273 0.01 100.0 O Pass

T4 T8

No. | Weight{g) | OCV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Result | Max T('C) Appearance Result
1 7.751 4274 0.00 100.0 ] Pass 56 ] Pass
2 7.802 4.274 0.00 100.0 4] Pass 57 o Pazs
] 7.829 4.275 0.00 100.0 0 Pass 57 o Pazs
4 7.735 4.276 0.00 100.0 o] Pass 57 o Paszs
5 7.797 4281 0.00 100.0 0 Pass a7 ] Pass
] 7.799 43274 0.00 100.0 0 Pass a7 O Pass
7 7.790 43274 0.00 100.0 0 Pass a7 o Pass
& T.785 4278 0.00 100.0 0 Pass 56 o Pass
2 7791 42T 0.00 100.0 0 Pass a7 o Pass
10 T.772 4273 0.00 100.0 0 Pass a7 o Pass

[Appearance] O-No Leakage, No Venting, No Disassembly, No Rupture, No Fire / L-Leakage / V-Venting / D-Disassembly / R-Rupture / F-Fire
[Criteria] T1-T4: No Leakage / No Venting / Mo Disassembly | No Rupture / No Fire | Residual OCV not less than 90%
T5: External temperature does not exceed 170°C, no disassembly, no rupture, and no fire within 6 hours of this test
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T-6) Impact/Crush Test (Test Result: Pass)
M Cell type

[ ] Cylindrical cells not less than 18.0 mm in diameter
[X] Prismatic, Pouch, Cylindrical cells less than 18.0 mm in diameter

M Test procedure

[ ]Impact
[X] Crush
Fresh pack 50% 50C
Initial L
No. | OCV(Y) Max Temp{‘C) Appearance Result
T6-1 3. 761 22 0 Pass
TE-2 2. 755 22 0 Pass
T6-3 3. 751 22 0 Pass
TE—4 2. 753 23 ] Pass
TE-H 3. 756 22 0 Pass
[Appearance] O-No Disassembly, No Fire / D-Disassembly / F-Fire
[Criteria] External temperature does not exceed 170°C, no disassembly,
and no fire within 6 hours of this test.
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T-7) Over charge Test (Test Result: Pass)

Ml Test condition: 8.8V | 0.754A | 24Hr

Fresh pack 100% S0C

50 cycled pack 100% S0C

MNo. Appearance Result Ho. Appearance Result
T#-1 0 Pass Ti-5 0] Pass
Ti-2 0 Pass T7-6 O Pass
Ti-3 ] Pass Ti-7 0 Pass
Ti-4 0 Pass T8 O Pass

[Appearance] O-No Disassembly, No Fire / D-Disassembly / F-Fire

[Criteria] No disassembly and no fire within 7 days of the test

T-8) Forced discharge Test (Test Result: Pass)

Ml Test condition:
- Initial test current: 0.472A

- Time interval: 1Hr
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Fresh pack 0% 30C 50 cycled pack 0% S0C
Mo. | Max. tempe(’C) | Appearance Result Mo. Max. temp{C) Appearance Result
Taé-1 23 ] Pass Ta-11 23 0 Pass
T8-2 23 0] Pass T8-12 24 O Pass
Té-3 24 0 Pass T8-13 24 0 Pass
T84 23 0] Pass T8-14 24 O Pass
Tg-5 25 ] Pass Té-1% 29 0 Pass
T8-6 24 O Pass T8-16 23 O Pass
T8-7 23 O Pass T8-17 23 0] Pass
Té-8 24 ] Pass Té-18 24 0 Pass
T8-9 23 0] Pass T8-19 24 O Pass
Taé-10 23 ] Pass T8-20 23 0 Pass
[Appearance] O-No Disassembly, No Fire / D-Disassembly / F-Fire
[Criteria] No disassembly and no fire within 7 days of the test
6/9




Annex 1-1.2m Packaging Drop Test

Ml Test Summary

. o Test begins on Test Completed on Judgment

L S T (YYYY/MM/DD) (YYYY/MMIDD) (Pass/Fail)
P1 Packaging Drop IATA Dangerous Goods Regulations 2018/05/06 201805106 Pass
Total Judgment{PassiFail) Pass

H Test Method

®

@
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P-1 1.2m Packaging Drop Test (Test Result: Pass)
Ml Sample Information
Front Back
Picture
Cell Qty per box Cell weight (kg) Net weight per box (kg)
312 0.0078 243
879
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P-1 1.2m Packaging Drop Test (Test Result: Pass)

Bl Test result

Before Test After Test

Weight (Kg) 3.08 3.08

Test Result

Outer packaging is damaged but samples inside the package remain intact and no damage, no

Femark shifting, no release of contents for samples inside the package.

- Without damage to cells or batteries contained therein.
Criteria - Without shifting of the contents so as to allow battery to battery(or Cell to cell) contact.
- Without release of contents.
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